STANDARD DIVISION PRACTICE
TWI -~ VEOLIA ENVIRONMENTAL SERVICES

Division
TITLE Isolation of Bagl_louse Fllter Module for N 0.2 SDP NUMBER: __ 2220
. Incmerator . EFFECTIVE DATE: 10/7/08
DEPARTMENT Ogeratlons PAGE: 1 of _5
v SECTION: No. 2/3 Incinerators _ ORIGINAL DATE: 10/2/08
REPLACES: Number - ___pa _ . Date - na
, A;PPR.OVED BY: __ | AT HW , General Manager

. Purp ose: ' |

1.1 To establish a safe and enwronmentally sound set of guidelines for the 1solat10n of a baghouse
filter module on No. 2 Incmerator

. Scope:

§ ’.'2.1 | Tlns pi'eetice lists the pfoceduies and requirements for the isolation of a baghouse filter

mpdnle on No 2 Incmerator _

.t

. Users: .

e 3.1 No.2/3 Incmerator Operators
o ‘3.2 Mamtenance Mechamcs

) ':Doctnnentanon/Fonns

a

No: 2 Incmerator Baghouse Fxlter Module Isolation Record (Attachment A)

» Personal Pretectwe Equapment

51 Hardhat
52 Safety glasses
.53  Steel-toed sa.fety shoesv _
-+ 54 - Cotton, leather, or latex (blue) gloves .

-
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S
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f

6.0 Specialized Equipment, Tools, Supplies:

T el

Baghouse ductwork blank steel] flange

7 0 , _Procedures

'7.1

i
oy
1y

i

4

Imt1a1 Startup

7.1.1.

7‘.7 1‘2

741

Imt1a11y isolate the selected baghouse module by closing the inlet and outlet dampers
for the respect1ve module

Venfy on the control screen n and i in the field that the dampers are closed.

' Normal Operatlons

Loosen the baghouse ductwork at the appropnate locatlons near the dampers for the

i '.1solated module.

72

| Insel‘t a blank ﬂange 1nto the ductwork opening.

Securely re-attach the baghouse ductwork

NOTE Ductwork blanks cannot be removed unt11 the baghouse module is brought

724

- back on-lme

Document that the baghOUSe module has been 1solated by completmg a No. 2

; Incmera‘tor Baghouse F11ter Module Isolation Record (Attachment A).

3 'Normal Shutdown None
-:Temporaxy Operauons None
"'Emergehcy Operatlons None ,

a Emergency Shutdown None : : .
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7.7  Startup Following Emergency Shutdown/Turnaround: None
8.0  User Responsibilities:

Users are responsible for correctly following all procedures and requirements of this SDP
whenever they are 1solat1ng a baghouse filter module for No. 2 Incinerator.

' .The No 2/3 Incmerators Supemsor is responsible for allowing only personnel who are
. tramed and certified on this SDP to isolate a baghouse filter module on No 2 Incinerator
~w1thout oversrght of other certrﬁed personnel.

:User Performance Cntena

L 9 1. Users must 'pe tramed and cerhﬁed that they can perform the procedures and reqmrements of
- th1s SDP w1thout overmght of other certlﬁed personnel..

9}2 Users must recerve refresher trarmng on this SDP at least once every 3 years.
0 r'Cross References

I fO.l Control Screen Incmerator Vlew (Attachment B)

0. Regulatory/Pernnt Reqmrements
o o ,
' 29 CFR 1910 119 Sectlon (t)

Glossary 6F Terms: None
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| " ATTACHMENT A

B’aghquse; Filtél; Module Isolation R':.e_vcord




Baghouse Filter Module Isolation Record

Incinerator No. 2

Date:

Baghouse Module No.

Baghouse inlet and outlet dampers closed (initials)
Baghouse blank flange installed (initials)
Approved by:

Incinerator Supervisor
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